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(c) Fencing. All fencing for screening, security, or privacy shall meet the following standards.

() Front and Street-side Fencing. All fencing in front of the front building line, or on the street-side on corner
lots shali:

(1) Be limited to no higher than 4 feet; and

(2) Have a void of at least 33% up to 4 feet, so that a 4-foot high picket fence shall have a picket to void
ratio of 2.1 or greater transparency.

(ii) Rear and Side Fencing. All rear and side fencing located behind the front building line shall:

(1) Be limited to no higher than 6 feef;

(2) On comer lots, street-side fencing within & feet of a sidewalk in the public right-of-way shall meet the
standards in subsection 1 above.

(3) All other side or rear fencing may have a solid screen up o & feet for all R-districts, or up to 7" in all
non-residential districts.

(iiiy Other Fencing Design Standards.

(1) Any fencing that could potentially create a sight obstruction for vehicles crossing pedesirian areas or
entering the street may require greater transparency or additional jocation restrictions to aliow for safe sight
distances for the vehicle.

(2) All fencing located along adjacent lot lines shall be constructed so that either:

{a) The face of the fence is on the property line; or

(b) The face of the fence is at least 3 feet from the property line. Any areas set back 3 feet or more from
the property line, which could become enclosed by other similarly located fences, shall provide at least one gate for
access and maintenance equipment,

(3) All fences shall be constructed so that the finished side faces adjacent properly or any public right-of-
way.

{4) Fences shall be constructed out of any of the following materials:

{a) Wood or vinyl simulating wood;

(b Wrought iron or aluminum simulating wrought iron;

(c) Stone, brick, concrete with stone or brick veneer, or pre-cast concrete simulated stone or brick; or

(d) Chain link or vinyl clad chain link;
() tn all R-districts, in the rear or side yard only with a maximum height of 4 feet;
(ii) in the I-1 and |-2 districts, in the rear and side only, but no closer than 30 from any public street;
(if}) Prohibited in all C- districts.

(e} Electrified fencing in the R-1A or A districts only, and only when associated with a permitted
agriculture use of the property.
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